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E n g i n e e r e d  S o l u t i o n s

To find an authorized distributor, 
visit www.tuthillpump.com/distributors

Tuthill Pump Group
12500 South Pulaski Road
Alsip Illinois 60803 USA
phone: 708-389-2500 / fax: 708-388-0869
email: tuthillpump@tuthill.com

Tuthill Pump Group
Birkdale Close
Manners Industrial Estate
Ilkeston, Derbyshire DE7 8YA England
phone:  44.115.932.5226 / fax: 44.115.932.4816
email: tuthillpumpuk@tuthill.com

Tuthill Latin America
1320 South Dixie Highway, Suite 761
Coral Gables, Florida 33146 USA
phone: 305-740-3381 / fax: 305-740-9328
email: tuthill.latinamerica@tuthill.com

Tuthill Europe
Parc industriel Wavre Nord
Avenue Vésale, 30 - 1300 Wavre - Belgium
phone: 32 10 22 83 34 / fax: 32 10 22 83 38
email: tld@tuthill.com

Tuthill Australia
19/21 Milton park, 128 Canterbury Road
Box 71, Kilsyth, Victoria, 3137
phone: 61 3 9720 6533 / fax: 61 3 9720 6880
email: asiapacific@tuthill.com.au

Tuthill China
Room 1507, Harbour Ring Plaza
No. 18 Xizang Zhong Road
Shanghai, 200001, P.R. China
phone: 0086 21 53853369 
email: china@tuthill.com.cn

G L O B A L G E A R ® P R O C E S S  P U M P

Tuthill tough. And flexible—for the way you work.

GlobalGear’s® Pumps MODULAR DESIGN will evolve with your business’s changing needs. 

MODULAR PORTS

Several port styles are 
available to match 
your piping needs:

• 90° (shown) or
180° port options

• NPT tapped 

• BSPT tapped

• ANSI 125#/150# flanged

• ANSI 250#/300# flanged

• ISO PN16 flanged

• ISO PN40 flanged

Shown: GG200 with 2” NPT side port 
and ANSI 125# top port

MODULAR SEAL CHAMBER

Modular seal chamber provides 
a choice of packing, mechanical 
seal or cartridge seal—without
changing major pump components.
Our patented bracket and seal
enhance the already flexible and 
versatile design.

CARTRIDGE SEAL

PACKING 

MECHANICAL SEAL

Each pump size has 
numerous port size 
choices to minimize 
piping losses. 

For example, GG200 size
offers these choices:

•  2” or 50mm

•  2 1/2” or 65mm

•  3” or 80mm

•  4” or 100mm


